For 44-86W T8HO lamps

HIGH POWER FACTOR  SOUND RATED A

OO

Lamp (m1eié Max. Line | Min.
LNaom of | input |G S| Ballast Catalog Number | POwer | Ballast| TE5 | (RC Istarting| o | wiring
ps| Volts |1S0€ Family ANS! | Factor | 152 | ATE0 | Temp. Dia.
(Watt PS) | (ko)
F48T8/HO (44W)
120-277 [ ICN-2586-SC [ 48 T 099 [ 30 [040-019] 39A
120277| ™° ‘ Centium ™ icN-asse-sC | 93-92| 098 | 15 |o77-035[ 2%/ B 2
F72T8/HO (65W)
120-277 [ icN-2s86-sC__ | 71 | 102 | 20 Jo59-027 394
120277] 70 ‘ Centium ™ e N os86-5C___ |38-137] 100 | 10| 15051 Y29 B 21
F96T8/HO (86W)
1 [120-277 [ ICN-2586-5C [ 92 T102 [ 15 [077-034] 39A
o] 7° ‘ Centium ™ icNDs86-sC_ |182-178] 100 | 10 |152-065 229 B 21
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“FOR SINGLE LAMP OPERATION, INSULATE
YELLOW LEADS INDIVIDUALLY FOR 1000V

Diag. 39A

Refer to pages 7-25 to 7-29 for lead lengths and shipping data;

2-60 Philips Advance



