ENERGY EFFICIENT LIGHTING PRODUCTS

PRODUCT D|MMAX &
DIMMAX FLOOD

Compuct Fluorescent Lamp

FOR >> TABLE & FLOOR LAMPS
>> TRACK & RECESSED
LIGHTING
>> CEILING FIXTURES
>> HANGING PENDANT

SKR315FLDx

] * ENERGY STAR® qualified

25

MAX9072

Continuous dimming down to 30%

e Airgap, amalgam technology, heat sink, and higher temperature
(130°C) rated components for greater heat tolerance

e Automatic shut-off function protects lamp

* Works with existing incandescent dimming controls

¢ Long life - lasts up to 6,000 hours

MaxLite™: 1-800-555-5629 Fax: 973-244-7300 info@maxlite.com www.maxlite.com
*All specifications are subject to change without notice MaxLite West™: 1-800-793-1212 Fax: 909-944-1442 info@maxlite.com www.maxlite.com



ENERGY EFFICIENT LIGHTING PRODUCTS

PRODUCT FOCUS DIMMAX &
DIMMAX FLOOD

Compuct Fluorescent Lump

MLS15EADWWx MLS25EADWW SKR315FLDWWx
6,000 Hour = 6,000 Hour =—————————— 6,000 Hour
(7) 6762701504 (5)* (7) 6762701104 (7)* (7) 6762733011 (7)*
DIMMAXSPECIFICATIONS
* 15 01504  MLS15EADWW Dimmable 60 900 6,000 Box 12 24x54 2700
* 25 01104  MLS25EADWW Dimmable 100 1600 6,000 Box 12 24x6 2700
* 15 33011 SKR315FLDWW Dimmable 65 600 6,000 Box 12 3.7x5.6 2700

>> All DimMax and DimMax Floods dim with
existing incandescent dimmers

Table & floor lamps Residential ¢ Hotel/Motel

* Hanging pendant e Restaurant e Office
e Ceiling fixtures ¢ Retalil e Restaurant
e Track & recessed Lighting | e Kitchen
e Continuous dimming down to 20% e End of Life Ballast >> Yes
« Air-gap, amalgam technology, heat sink, and higher temperature| © Ballast Type >> Electronic
(130°C) rated components for greater heat tolerance * Starting Method >> Instant Start
* Input Line Voltage >> 120VAC

Automatic shut-off function protects lamp « Input Line Frequency ~ >> 50/60HZ

Works with existing incandescent dimming controls « Mini. Starting Temp. ~< O°F

Long life - lasts up to 6,000 hours e Max. Operating Temp. >> 100°F
e Color Rendering Index >> 84

MAX9072

All specifications are subject to change without notice

FCC Certified

’ ‘ ISO 9002 Certified

ﬁ **:;ER%?EiARW MaxLite™: 1-800-555-5629 Fax: 973-244-7300 info@maxlite.com www.maxlite.com

Qualified MaxLite West™: 1-800-793-1212 Fax: 909-944-1442 info@maxlite.com www.maxlite.com




